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Introduction. The effect of variable parameters of the electroa- 
coustic sputtering (ELAS) process on the characteristics of the 
crystalline structure of hardening coatings is studied. The 
ELAS parameter values providing nanostructured cover coat- 
ings for machine parts and cutting tools are determined. Hard- 
ening through using such coatings allows achieving a signifi- 
cant (5-10 times) increase in the life of hardenable machine 
parts and various tools designed for mechanical processing. To 
obtain coatings with the desired properties of the surface layer, 
nanocrystalline materials should be selected. In this case, a 
certain content of the amorphous phase is permissible. 
Materials and Methods. To carry out the X-ray structural 
analysis, the X-ray diffraction Russian-made device DRON- 
3M was used. The Scherrer-Wilson method was applied to 
determine the granularity of particle blocks from the value of 
the intrinsic broadening of the diffractogram peaks. The con- 
clusions obtained in this paper are based on the method of 
separation of the affecting factor contributions into broadening 
the diffraction reflection peaks (the Warren-Averbach meth- 
od). 

Research Results. Depending on the process conditions and 
the technique for obtaining nanostructured materials, a non- 
uniquely interpretable change in the indices of the diffraction 
peaks broadening occurs, which is generally characteristic of 
nanocrystalline metals. One of the possible explanations for 
this phenomenon is the presence of a nanosized effect in the 
hardened layer. The occurrence of the nanocrystalline struc- 
ture in the sputtered layer verifies the calculated values of the 
dimensions of the coherent scattering regions (CSR). The oc- 
currence of affecting values of the misorientation angle of the 
crystal structure is verified by the CSR value for the investi- 
gated 110 and 220 reflexes, which is supported by a high per- 
centage of the amorphous phase. 
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Beedenue. ViccneqoBano evicTBHe BapbupyeMbIX TapaMeTpoB 
Ipowecca 9IeKTpoakycTuyeckoro HanbiieHua (QJIAH) Ha 
XapaKTepHCTHKH KPHCTasJIM4eCKOH CTpyKTypbl yIIpouHsAto- 
IMX NOKpbITHH. BelaBseHbl 3HadeHHA YKa3aHHbIX WapaMerT- 
pos, oOecneuuBarollve MOJyYeHve HAHOCTPYKTYPHbIX 3all[HT- 
HbIX NOKPbITHM WeTawei MallIMH MW pexyllero MHCTpyMeHTa. 
YnpouHeHnve Tp MOMOMM MOJOOHBIX MOKPbITHM MO3BOIIAeCT 
OCTHYb 3HayMTebHOrO (B 5—10 pa3) NOBBIeHHA pecypca 
paOoTb! ympouHAeMbIX JeTaeH MW MHCTPyMeHTOB, WpeqHa3Ha- 
4CHHBIX Jit MexaHooOpaboTKH. Jia NOyAIeHHA MOKPbITHH C 
3aJJaHHbBIMM CBOMCTBaMH MOBeEPXHOCTHOrTO CJIOA CJIeAyeT BBI- 
OupaTb HaHOKpUucTaswIM4ecKHe MatTepnabl. IIpu sToM yony- 
CTHMO OlIpeyesIeHHoe COepxKaHve aMOpdHO! (a3bl. 
Mamepuaazoi u mMemoooi. Uctionb30BaH PeHTTeHOCTpyKTYpHbIi 
aHasIM3, KOTOPbIN NpOBOMIICA Ha PCeHTTeHOBCKOM udpakiu- 
OHHOM aliiilapare oOTeyecTBeHHOrO pon3BoycTBa «J[POH- 
3M». Mero Leppepa — Busicona ipuMeHed Cc IeJIbO ompe- 
J@eHUA 3CPHUCTOCTH ONOKOB YacTHI NO 3HayeHUuIO (Uu3nv4e- 
CKOrO YIIMpeHHaA MHKOB WHdpakTorpaMMpl. BpIBobI 0 pe- 
3YJIbTaTaM paOOThI OCHOBAHbI Ha MeCTOJMKe pa3jeJIeHHA BKIIa- 
OB 3HauallMx (akTOPOB B yllIMpeHve MHKOB WudpakiMoH- 
HbIX OTPaKeHHH (MeTO, YoppeHa — AsepOaxa). 

Pe3yibmamol ucciedoeaHua. B 3aBHCHMOCTH OT TeXHOJIOrM- 
4YeCKHX PeXKXMMOB HU MeTOJa MOJYYeCHHA HAaHOCTPyKTYPHBbIX 
MaTepHasIOB IIPOMCXOAUT HeEOJHO3HAYHO MHTepupeTupyeMoe 
W3MeHeHHe TOKa3zaTeslen yUIMpeHud WudpakUMOHHBIX MHMKOB, 
4TO, B OOM, XapakTepHO JIJId HAaHOKPHCTasWIM4YeCKUX Me- 
TaJUIOB. ITO ABJICHHE MO2XKHO OOBACHHTL, B YACTHOCTH, Haliu- 
4HeM HaHopa3MepHoro 3dekTa B YIIPOUHeHHOM cuioe. IIpu- 
CYTCTBHe HaHOKpHCTaIMYeCcKON CTPyKTypbI B HalriblJICHHOM 
coe HalipaMy!O NOATBepxTaeTcA BbIYHMCJICHHbIMH 3HadeHHA- 
MH pa3MepoB oOOsIacTe KOrepeHTHOrO pacceuBaHua (OKP). 
Hanmuve 3Ha4MMBIX BeIMYHH yrila pa3z30pHeHTHpOBaHHA 
CTPyKTYpbl KPHCTasWIOB NOATBepxKaeTca BesMuMHOM OKP 
JIA UCCIeOBaHHbIX pedsekcos 110 u 220, aro No_KpenssAerT- 
CA BbICOKHM IIpOIeCHTHbIM COJlep»kKaHeM aMOpMHOH (a3bl. 
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Discussion and Conclusions. The electroacoustic scattering 
method is promising for obtaining nanocrystalline structures in 
the surface and subsurface layers of the sprayed samples. The 
ELAS process variables variation leads to the parameter 
spread of the crystal lattice and coherent scattering areas. In 
this case, there is no definite trend. In the future it is expected 
to solve the given problem. First, experiments will be conduct- 
ed to determine the optimal sputtering regimes that could 


stimulate the formation of nanocrystalline structures. Second- 


Oécyacdenue u 3akiroy4eHud. MeToy 3s1eKTpOakycTHuyeckoro 
HalbUIeHHA MepCieKTMBeH JIA WOJyYYeHUA HAaHOKpUCTasIMye- 
CKHX CTPyKTyp B IIOBEPpXHOCTHOM MH IIpHMOBepXHOCTHOM CJIO- 
aX HalIbICHHbIX OOpa3zl0B. M3mMeHeHve TexHOJIOrM4ecKHx 
napamMetpoB DJIAH mpuBowuT kK pa30pocy 3HadeHH Mapa- 
MCTPOB KPHCTaJWIM4eCKON pellleTKH HU OOacTeH KOrepeHTHOrO 
paccenBaHua. B 9TOM cyIyyae He BBIABJIAeTCA ONpedesIeHHad 
TeHAecHIHMA. B WasibHevileM IpeaMouaraetca pellleHve TaHHOU 
mpoOsembl. Bo-nepBbix, OyTyT MpOBeeCHbI IKCIePUMeHTHI C 
WeHO OlpeyesweHuA ONTHMAIbHBIX pe2xKHMOB HalibluieHus, 
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CHOCOOCTBYFOIIMX # OOpa30BaHHIO HaHOKpUCTasWIM4eCcKHXx 


ly, visual observation and evaluation of the sprayed layer 
CTpykTyp. Bo-BTopbIx, MiaHupyeTca BU3yasIbHOe HadsOeHHe 
structure using electron microscopy 1s planned. M OWCHKa CIPYKTYpbI HalbWIAeMOrO COM Mp MOMOLIM 3J1eK- 


TPOHHOM MUKPOCKOMMN. 


Keywords: nanocrystalline structures, hardening coatings, 
crystal lattice, diffractometric studies, electroacoustic sputter- 
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Introduction. To obtain nanostructured hardening coatings is an urgent and long-run engineering challenge [1, 
2|. Numerous studies in the field of materials science have shown that a tangible (by several times) change in strength, 
hardness, and wear resistance of materials is possible with a decrease in crystal grains to a certain value. 

Under this investigation, it 1s expected to study the crystal microstructure of hardening coatings using the 
method of electroacoustic sputtering (ELAS) [3, 4, 5]. Such hardening involves the use of an electric spark (highly- 
concentrated power flotation) and ultrasonic longitudinally-torsional vibrations. ELAS-hardening, using a specialized 
installation, enables to increase the operational life of parts and tools by 5-10 times. 

In the paper, the ELAS operational parameters vary in order to identify their values, which contribute to ob- 
taining nanostructural protective coatings for the parts and cutting tools. To create protective coatings with the required 
properties, alloys in the amorphous state are often used. However, in certain areas, nanocrystalline materials are used 
more often than the amorphous ones. Nanocrystals relax to a far lesser extent in use of the coating, and they are highly 
competitive with amorphous materials in their properties. Obviously, to obtain coatings with the desired and stable 
properties of the surface layer, nanocrystalline materials should be selected, though with a certain content of the amor- 
phous phase. 

Materials and Methods. Resonance methods, X-ray diffraction analysis, electron microscopy, and some other 
techniques [2] are widely used to identify nanocrystalline materials in the surface layer. In the present work, the most 
accessible method based on identifying the diffraction reflection broadening under the X-ray structural analysis of sam- 
ples is used to evaluate the microstructure parameters. “DRON-3M”, the X-ray diffraction Russian-made apparatus, was 
used for X-ray diffraction analysis. The characteristic radiation of the iron anode with the release of AK, spectral line of 
the sample, as well as of the detector, was analyzed. The X-ray tube specifications were 25 kV, 5 mA. The Bragg - 
Brentano method of radiation focusing was used [6]. The selected detector parameters are as follows: motion speed is 1 
deg/min; integration time is 5s. When determining the distances between the measurement planes, the error was + 0.001 
A, which is similar to determining the position of diffraction maxima accurate to + 0.02 degrees. Samples of a cylindri- 
cal shape made of 45 steel were studied. The diameter and height of the sample was 6 mm. 

To identify samples, special marks were applied using ELAS on the front surface of each of them. The sample 
without sputtering made from 45 steel was chosen as a reference one, not the sample that is close to pure a-Fe. 

Research Results. The profiles obtained during the work are presented in Fig. 1. 
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Fig. 1. Diffraction reflections with profiles: reference with coarse grain (a); sample for sputtering (U = 16.9 V, A = 4.9 microns) (4); 
U= 13.1 V,A = 15.2 um (0); U= 12.9 V, A= 9.9 um (d); U= 12.9 V, A=5.1 um (e); U=9.1 V, A= 15.1 pm (f) 
The shape of the diffraction profiles for the reference sample is shown in Fig. 1 (a), for samples with spread 
sputtered coating on the above modes — in Fig. 1 (db) - (f). ELAS variables are electrode-anode voltage (U) and ampli- 


tude value (A) of ultrasonic frequency oscillations. 


Diffractograms of the reference and study sample show the intensity values ratio. The relationship of the crys- 
tallized and amorphous material was calculated from these data. The contribution of the texture component was not 
considered. 

Analysis of the experimental data allows us to conclude that the main phase in most of the samples under study 
is a - Fe. The Scherrer-Wilson method (the best in this case) was used to determine the grain coarseness of blocks of 
particles according to the value of the physical broadening of the diffractogram peaks [7]. 

Table 1 presents the summarized data on the research results: 

- B physical broadening, 

- d-space, 

- a dimensional parameter of the crystal lattice, 

- size of coherent scattering regions. 
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Design parameters of crystal structure and diffractogram data 
Reflex 


Table | 
110 22 
Pt | 2 | 3 | 4 5s Poe fT te | 2 | 38 | 4 |S | oe 
_ - : aie | ee 
pe ee eee 
d 
a 
| | a 


Parameter / 
il ref 
8 


0 
4 
8.87 
73 


l 4 5 l 2 5 
2.01 1.81 95 47 01 
56.916 56.86 56.926 | 56.876|56.976| 57.2 | 144.66] 144.7 | 144.78 | 144.91 | 144.53 | 144.4 
20, deg. 
,A 
2.8553 | 2.8581 | 2.8539 | 2.8567 | 2.8525 | 2.8465 | 2.8539 | 2.8561 | 2.8553 | 2.8793 | 2.8571 | 2.8571 
,A 
111 130 131 123 14 76 qi) 64 
D,nm 
Amorphous 59 55 57.5 53.5 51 59 75 79 
component 
content, % 


110 and 220 reflexes were selected as the basic ones. 

Table 1 data demonstrate significant broadening of the diffraction peaks. It is logical to assume that such a 
width in our case is, to a greater extent, due to the highly dispersed structure of the crystallites than to the dislocation 
microstresses of the surface layer. To confirm this conclusion, the contributions from these factors are estimated by the 
Warren — Averbach method [8]. The center-of-gravity shift of the peaks on the diffractograms with a simultaneous in- 
crease in a lattice parameter to 1.15—1.17% serves as an indirect proof for the above formulated hypothesis. The shift 
itself is small, but meaningful (expressed in hundredths of a degree). 

Consider the phenomena that occur when changing the values of the process conditions (electrical voltage and 
amplitude of oscillations), and their effect on the broadening value of the diffractogram peaks depending on the lattice 
dimensional parameter (Fig. 2). 
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Fig. 2. Effect of ELAS regimes variation on a lattice parameter depending on f value of physical broadening of diffractogram peaks 


As expected, a change in the deposition modes affects a lattice parameter without a definite traceable depend- 
ence. In this case, a value variations are directly proportional to the broadening value of the lines of the diffractogram 


lines. In [9], comparable proportional dependences can be observed for various oxides. 


Such ambiguously interpolated dependences are characteristic of nanostructured materials (in particular, met- 


als) and are determined by the physical method of their synthesis [1, 10] (Fig. 3). 
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Fig. 3. Effect of ELAS variables on microstructure parameters 


Perhaps, this phenomenon is explained by the occurrence of a nanoscale effect in the hardened layer. The pres- 
ence of a nanocrystalline structure in the sputtered layer is directly confirmed by the calculated values of the sizes of 
coherent scattering regions (CSR). The significant values of the disorientation angle of the crystal structure is verified 
by the CSR values for 110 studied reflex, and also, noticeably, for 220 reflex, which is supported by a high percentage 
content of the amorphous phase. Similar phenomena can be also caused by high values of disorientation angles. 

Summing up, it can be stated that all of the above phenomena (including sizes of the coherent scattering re- 
gions) directly confirm the presence of a nanoscale effect [1]. 

Discussion and Conclusions. Thus, the method of electroacoustic sputtering is promising for obtaining nano- 
crystalline structures in the surface and near-surface layers of sputtered samples. As stated in the paper, ELAS process 
parameter variation brings into existence the lattice parameter spread and coherent scattering regions without a definite 
identified tendency. In the future, this problem will be solved. This can be facilitated by the experimental determination 
of optimal sputtering regimes that ensure the formation of nanocrystalline structures. In addition, the structure of the 
sputtered layer can be observed and evaluated using electron microscopy. 
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